SPRAYON PRODUCTS (PTY) LTD

MATERIAL SAFETY DATA SHEET

1. Product and Company Identification

Product name:


Sprayon Lacquer Spray
        Code: TS1 – TS12

Product Description:

Tuff Stuff
      

Company Identification:

Sprayon Products (Pty)Ltd





222 2nd Street






Wynberg Gauteng





South Africa

Emergency Contact No’s:
(2711) 440-2202



The MSDS covers all colours.

2. Product Decription
Fast drying styrenated multiple primer and top-coat.
Hazardous and/or other relevant components.

No Methylene Chloride Content

3. Product Data

Type – Styrenated Alkyd
Gloss Level – Semi Gloss

Viscosity – 65 – 75 ku

Practical Spread Rate – 4 – 6 depending on application and colour

Specific Gravity – 0.98

Solid by Volume – 39%

Solid by Mass – 35%

Shelf Life – 1 year – tins must be properly sealed.

Recommended DFT – 25 – 35 microns – 2 Coats
Application – Re-coating time within 8 hours

Drying Time – Surface 10 – 15 minutes at 23 deg C


          Hard 1 Hour
Surface Preparation – Surfaces should be thoroughly cleaned.



          Sandblasted metal should be coated within an hour after blasting.


4. Hazards Identification

SAPMA Health Rating: 3 Slight – Irritation or minor reversible injury possible.
H332
Inhalation: Irritating, narcotic. Can affect CNS.

H312
Skin: Irritating, risk of dermatitis. Maybe absorbed.

H320
Eyes: Highly irritating.

H303
Ingestion: Irritating and nauseating.

No Carcinogenic,Mutagenic or Genetic effects established.

May have short term environmental effects. Contain, monitor, and remove.

H205
May mass explode in fire

H220
Extremely flammable gas

H222
Extremely flammable aerosol

H226 
Flammable liquid and vapour

H240 
Heating may cause an explosion

H280
Contains gas under pressure; may explode if heated
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5. First Aid Measures

Eyes:
Rinse thoroughly with plenty of water for 15 minutes and seek medical attention if irritation persists.

Skin:
Wash with water. Seek medical attention if irritation persists.

Inhalation:
Remove the victim from the source of exposure, and seek medical attention if irritation persists.

Ingestion:
Do not induce vomiting and seek medical attention if irritation.

6. Fire-Fighting Measures

Classification:

Nonflammable but may burn in case of fire.

Extinguishing media:
Use foam, carbon dioxide or dry powder extinguishers.

Exposure Hazards:
Combustion may evolve hazardous gasses.

Protective Equipment:
Breathing apparatus may be required in the case of large fires.

7. Accidental Release Measures

See also sections 5, 8 and 13
Keep out of drains and sewers.

8. Handling and Storage
Storage: Store separately from any reactive substances – oxidizers.

Fire: No open flames. No smoking

Explosion: Keep containers cool.
9. Exposure Control/Personal Protection
OEL.TWA: 100ppm
Type: mixture see section 2 “Skin”

SAPMA Rating: 3-H-C
PPE: Suitable eye protection

Inhalation: In case of insufficient ventilation, use suitable respiratory protection.

Skin: If spraying large amounts or long periods, use barrier cream and impervious gloves.

Eyes: Never spray towards the face or body.

Ingestion: Always observe rules of hygiene. Wash hands before eating, drinking, or smoking.

General: Appropriate hand protection and protective clothing should always be used.

10. Physical and Chemical Properties
Chemical Class: Aerosol Paint with ozone friendly propellant.
Appearance: Coloured Liquid  Odor: Pungent

Density: 0.6 – 0.9 Viscosity: <20 sec Ford no. 4 Non – Volatile: 10 – 25%

Flash Point: Approx 0 degrees C

Partition Coefficient (N-Octanol/Water): N/E  Conductivity: mg

11. Stability and Reactivity
Stability: Stable if stored under normal conditions. Explosive if heated.
Reactivity: Hazardous polymerization will not occur.

12. Toxicological Information
No Carcinogenic, Mutagenic or Genetic effects established.
LD50 Oral mg/kg    LD50 Skin
mg/kg
 LC Inhalation   mg

13. Ecological Information
May have short term environmental effects. Contain, monitor, and remove.

14. Disposal Considerations
Expel propellant completely by inverting container and holding down spray nozzle. Do not puncture, incinerate, or expose to fire even when apparently empty.

15. Transport Information

UN No.: 1950 Danger Group : N/A  Hazchem Code: 3Y  EA Code: 126
IMO Class: 2(2.1)  Aerosol Flammable N.O.S   Marine Pollutant Class: N

16. Regulatory Information
EC Index No: EEC label No (EINECS/ELINCS)

R11: Highly Flammable

R20/21: Harmful by inhalation and in contact with skin.

S16: Keep away from sources of ignition – No smoking.

S28: After contact with skin, wash immediately with soap and water or a hand cleaner.

S33: Take precautionary measures against static discharges.

S38: In case of insufficient ventilation, wear suitable respiratory equipment.

17. Other Information 
Sprayon Products cannot be held liable if the product fails due to improper surface preparation or application.

Date of manufacture on our aerosols,

Take precautionary measures against static discharges. 

Contents under pressure: Never puncture or incinerate even when empty.

In case of any discomfort, always seek medical advice.
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